




Test Results – Average Scale Ratings for the 9 Recordings
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• Two strong patterns (thick blue and thick red lines)

• Profile shapes of same type of units are similar, but not always

BLUEGREEN: Residential YELLOWRED: Mobile Truck

-7     -6            -4             -2              0              2             4              6      7  
Average of Subject Ratings



Test Results – Sound Quality Metrics and Ratings
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Relatively high correlation between sound quality metric and 

associated average word scale rating (subjects’ perception)

Word Scale

Correlation Coefficient(𝜌)

N5 SQI* dB(A)

Rough

-ness

(R5)

Tonality

(DIN)

Aures’

Tonality

Fluctuation

Strength

Sharpness

SVBS SAS

Soft – Loud 0.95 0.96 0.97 0.57 0.16 -0.21 0.24 0.20 0.79

Low pitched – High pitched 0.34 0.45 0.37 -0.14 0.69 0.55 -0.02 0.82 0.74

Dull – Sharp 0.46 0.56 0.51 0.02 0.68 0.45 0.01 0.81 0.82

Smooth – Rough 0.81 0.75 0.84 0.79 -0.16 -0.54 0.26 -0.16 0.49

Gentle – Harsh 0.90 0.92 0.96 0.57 0.16 -0.24 0.20 0.27 0.82

Not tonal - Very tonal 0.21 0.29 0.15 -0.26 0.77 0.79 -0.06 0.62 0.49

Very steady – Highly fluctuating 0.62 0.61 0.64 0.50 0.10 -0.21 0.37 0.12 0.52

Not impulsive – Impulsive 0.72 0.70 0.74 0.69 -0.12 -0.42 0.32 -0.16 0.42

Very regular – Highly irregular 0.60 0.57 0.63 0.53 0.00 -0.29 0.36 0.10 0.51

Musical – Not musical 0.85 0.86 0.92 0.63 0.03 -0.38 0.09 0.12 0.68

Calm – Agitated 0.92 0.93 0.95 0.58 0.21 -0.17 0.21 0.24 0.80

Weak – Powerful 0.95 0.95 0.97 0.57 0.08 -0.29 0.26 0.12 0.74

Safe – Dangerous 0.91 0.91 0.91 0.47 0.30 -0.06 0.22 0.36 0.85

Distant – Close 0.94 0.97 0.97 0.54 0.16 -0.20 0.27 0.19 0.77

Working well – Broken 0.88 0.88 0.88 0.56 0.20 -0.10 0.34 0.24 0.76

Acceptable – Not acceptable 0.90 0.92 0.92 0.48 0.29 -0.06 0.19 0.37 0.86

Not at all annoying - Extremely annoying 0.91 0.93 0.93 0.49 0.30 -0.06 0.18 0.36 0.87



Factor Analysis
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More 

aligned 

with

“known”

characteristics

𝑓𝑛1

𝑓𝑛2

𝑓𝑛3

𝑓1

𝑓2

𝑓3

⋮
⋮

𝑆1

𝑆2

𝑆3

𝑆4

𝑆5

𝑆6

𝑤11

𝑤31

𝑤21

Not

always aligned 

with “known” 

sound 

characteristics

Scale Ratings

Rotation

# of independent 

factors

• Matlab Program ‘factoran’

• The orthogonal rotation maximizes a  

criterion based on the variance of the  

loading

weightings

⋯



Results of Several Factor Analysis
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SIGNALS

Mobile Truck Sounds

Residential Sounds

All

All

SCALES

Sound Attributes

Sound Attributes

Sound Attributes

All

1.

2.

3.

4.



Four Factor Analysis on Sound Attribute Scales

- by Unit
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Residential

Soft
Low pitched

Dull
Smooth
Gentle

Not tonal
Very Steady

Not impulsive
Very regular

Musical

Loud
High pitched
Sharp
Rough
Harsh
Very tonal
Highly fluctuating
Impulsive
Highly irregular
Not musical

Mobile Truck

Soft
Low pitched

Dull
Smooth
Gentle

Not tonal
Very Steady

Not impulsive
Very regular

Musical

Loud
High pitched
Sharp
Rough
Harsh
Very tonal
Highly fluctuating
Impulsive
Highly irregular
Not musical



Four Factor Analysis on Sound Attribute Scales

- by Unit
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Residential

Mobile Truck

Soft
Low pitched

Dull
Smooth
Gentle

Not tonal
Very Steady

Not impulsive
Very regular

Musical

Loud
High pitched
Sharp
Rough
Harsh
Very tonal
Highly fluctuating
Impulsive
Highly irregular
Not musical

“Loudness factor”

Soft
Low pitched

Dull
Smooth
Gentle

Not tonal
Very Steady

Not impulsive
Very regular

Musical

Loud
High pitched
Sharp
Rough
Harsh
Very tonal
Highly fluctuating
Impulsive
Highly irregular
Not musical

“Loudness factor”



Four Factor Analysis on Sound Attribute Scales

- by Unit
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Residential

Mobile Truck

Soft
Low pitched

Dull
Smooth
Gentle

Not tonal
Very Steady

Not impulsive
Very regular

Musical

Loud
High pitched
Sharp
Rough
Harsh
Very tonal
Highly fluctuating
Impulsive
Highly irregular
Not musical

“Loudness factor”

“Tonal/Sharpness 

factor”

Soft
Low pitched

Dull
Smooth
Gentle

Not tonal
Very Steady

Not impulsive
Very regular

Musical

Loud
High pitched
Sharp
Rough
Harsh
Very tonal
Highly fluctuating
Impulsive
Highly irregular
Not musical

“Loudness factor”

“Tonal/Sharpness 

factor”



Four Factor Analysis on Sound Attribute Scales

- by Unit
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Residential

Mobile Truck

Soft
Low pitched

Dull
Smooth
Gentle

Not tonal
Very Steady

Not impulsive
Very regular

Musical

Loud
High pitched
Sharp
Rough
Harsh
Very tonal
Highly fluctuating
Impulsive
Highly irregular
Not musical

“Loudness factor”

“Tonal/Sharpness 

factor”

“Irregular/ 

fluctuation 

factor”

Soft
Low pitched

Dull
Smooth
Gentle

Not tonal
Very Steady

Not impulsive
Very regular

Musical

Loud
High pitched
Sharp
Rough
Harsh
Very tonal
Highly fluctuating
Impulsive
Highly irregular
Not musical

“Loudness factor”

“Tonal/Sharpness 

factor”

“Irregular/ 

fluctuation 

factor”



Four Factor Analysis on Sound Attribute Scales

- by Unit
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Residential

Soft
Low pitched

Dull
Smooth
Gentle

Not tonal
Very Steady

Not impulsive
Very regular

Musical

Loud
High pitched
Sharp
Rough
Harsh
Very tonal
Highly fluctuating
Impulsive
Highly irregular
Not musical

Mobile Truck

Soft
Low pitched

Dull
Smooth
Gentle

Not tonal
Very Steady

Not impulsive
Very regular

Musical

Loud
High pitched
Sharp
Rough
Harsh
Very tonal
Highly fluctuating
Impulsive
Highly irregular
Not musical

“Loudness factor”

“Tonal/Sharpness 

factor”

“Irregular/ 

fluctuation 

factor”

“Impulsiveness factor”

“Impulsiveness factor”

Higher “Impulsiveness” factor loading in truck unit

“Loudness factor”

“Tonal/Sharpness 

factor”

“Irregular/ 

fluctuation 

factor”



Four Factor Analysis on Sound Attribute Scales

- ALL Unit
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Loud

High pitched

Sharp

Rough

Harsh

Very tonal

Highly fluctuating

Impulsive

Highly irregular

Not musical

Soft

Low pitched

Dull

Smooth

Gentle

Not tonal

Very Steady

Not impulsive

Very regular

Musical



Four Factor Analysis on Sound Attribute Scales

- ALL Unit
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“Loudness factor”

Loud

High pitched

Sharp

Rough

Harsh

Very tonal

Highly fluctuating

Impulsive

Highly irregular

Not musical

Soft

Low pitched

Dull

Smooth

Gentle

Not tonal

Very Steady

Not impulsive

Very regular

Musical



Four Factor Analysis on Sound Attribute Scales

- ALL Unit
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“Loudness factor”

“Tonal/Sharpness 

factor”

Loud

High pitched

Sharp

Rough

Harsh

Very tonal

Highly fluctuating

Impulsive

Highly irregular

Not musical

Soft

Low pitched

Dull

Smooth

Gentle

Not tonal

Very Steady

Not impulsive

Very regular

Musical



Four Factor Analysis on Sound Attribute Scales

- ALL Unit
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“Loudness factor”

“Tonal/Sharpness 

factor”

“Irregular/ 

fluctuation 

factor”

Loud

High pitched

Sharp

Rough

Harsh

Very tonal

Highly fluctuating

Impulsive

Highly irregular

Not musical

Soft

Low pitched

Dull

Smooth

Gentle

Not tonal

Very Steady

Not impulsive

Very regular

Musical



Four Factor Analysis on Sound Attribute Scales

- ALL Unit
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“Loudness factor”

“Tonal/Sharpness 

factor”

“Irregular/ 

fluctuation 

factor”
“Impulsiveness factor”

Loud

High pitched

Sharp

Rough

Harsh

Very tonal

Highly fluctuating

Impulsive

Highly irregular

Not musical

Soft

Low pitched

Dull

Smooth

Gentle

Not tonal

Very Steady

Not impulsive

Very regular

Musical

• Same first three factors

• Weaker “Impulsiveness factor”



Four Factor Analysis – All Units

Weightings of Factor on Each Scale
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Soft

Low pitched

Dull

Smooth

Gentle

Not tonal

Very Steady

Not impulsive

Very regular

Musical

Calm

Weak

Safe

Distant

Working well

Acceptable

Not at all

Annoying

Loud

High pitched

Sharp

Rough

Harsh

Very tonal

Highly fluctuating

Impulsive

Highly irregular

Not musical

Agitated

Powerful

Dangerous

Close

Broken

Not acceptable

Extremely

Annoying



Four Factor Analysis – All Units

Weightings of Factor on Each Scale
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Soft

Low pitched

Dull

Smooth

Gentle

Not tonal

Very Steady

Not impulsive

Very regular

Musical

Calm

Weak

Safe

Distant

Working well

Acceptable

Not at all

Annoying

Loud

High pitched

Sharp

Rough

Harsh

Very tonal

Highly fluctuating

Impulsive

Highly irregular

Not musical

Agitated

Powerful

Dangerous

Close

Broken

Not acceptable

Extremely

Annoying

“Loudness factor”



Four Factor Analysis – All Units

Weightings of Factor on Each Scale
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Soft

Low pitched

Dull

Smooth

Gentle

Not tonal

Very Steady

Not impulsive

Very regular

Musical

Calm

Weak

Safe

Distant

Working well

Acceptable

Not at all

Annoying

Loud

High pitched

Sharp

Rough

Harsh

Very tonal

Highly fluctuating

Impulsive

Highly irregular

Not musical

Agitated

Powerful

Dangerous

Close

Broken

Not acceptable

Extremely

Annoying

“Loudness factor”

“Tonal/Sharpness 

factor”



Four Factor Analysis – All Units

Weightings of Factor on Each Scale
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Soft

Low pitched

Dull

Smooth

Gentle

Not tonal

Very Steady

Not impulsive

Very regular

Musical

Calm

Weak

Safe

Distant

Working well

Acceptable

Not at all

Annoying

Loud

High pitched

Sharp

Rough

Harsh

Very tonal

Highly fluctuating

Impulsive

Highly irregular

Not musical

Agitated

Powerful

Dangerous

Close

Broken

Not acceptable

Extremely

Annoying

“Loudness factor”

“Tonal/Sharpness 

factor”

“Irregular/ 

fluctuation 

factor”



Four Factor Analysis – All Units

Weightings of Factor on Each Scale
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Soft

Low pitched

Dull

Smooth

Gentle

Not tonal

Very Steady

Not impulsive

Very regular

Musical

Calm

Weak

Safe

Distant

Working well

Acceptable

Not at all

Annoying

Loud

High pitched

Sharp

Rough

Harsh

Very tonal

Highly fluctuating

Impulsive

Highly irregular

Not musical

Agitated

Powerful

Dangerous

Close

Broken

Not acceptable

Extremely

Annoying

“Loudness factor”

“Tonal/Sharpness 

factor”

“Irregular/ 

fluctuation 

factor”

“Musical factor”

• Tonal and Sharpness factors are always combined  Need separation

• Annoyance scale were strongest for the “Loudness” and 

“Tonal/Sharpness” factor

• Impulsive sounds are loud, irregular and not sharp/tonal



Annoyance Models’ Prediction
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N5 N5, Aures Sharpness

2 0 931R .

SQI* SQI*, Aures Sharpness

R2 = 0.81 R2 = 0.91

R2 = 0.87 R2 = 0.93

• Aures Sharpness 

metric significantly 

increases the accuracy 

of annoyance 

prediction
• In line with the result 

of the factor analysis

• Adding Tonality metric 

(DIN) does not 

increase R2 value



Conclusions

• Two strong patterns were found in average rating profiles associated 

with machine type

• Sound quality metrics and scale ratings aligned well

• The strong factors: “Loudness”, “Tonal/Sharpness”, and 

“Irregular/Fluctuation”

• SQI* (tone corrected loudness) was the metric most highly correlated 

with average annoyance ratings

• The best two-metric models for predicting annoyance include SQI* 

and Aures Sharpness

 Consistent with the result of the factor analysis

33



Future Work

• More signal modification techniques

• Modify sharpness and tonality independently

• Only 22 sounds in Test 2

• Design Test 3

• Three sets of rating tests 

(organized by range of loudness)

• 150 Test Sounds

• Part A: 50 sounds, mostly Residential

• Part B: 50 sounds, mostly Mobile Truck

• Part C: 50 sounds, all units

34

Loudness [sone]

T3 Part A

(Mostly RES.)

T3 Part B

(Mostly Mobile Truck)

T3 Part C

Common 

Region

50
45

35

25

15
10



Thank you!
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Sound Quality Indicator (SQI, SQI*)

AHRI calculation procedure is the preferred method of assessing the •
quality of sound for Air-conditioning and refrigeration equipment

One-third Octave Band 

• Sound Power Level

• Sound Pressure Level

Tone 

Adjustment

Convert to 

Rating 

Indices
SQI

Example Calculation of AHRI Sound Quality Indicator (SQI)

One-third

Octave 

Band

Center

Frequency,

Hz

Un-

Weighted

Unit Sound

Power Level

Lw, dB

Band

Projection,

dB

Tone

Adjustment,

dB

Un-weighted Unit

Sound Power Level

Plus Tone 

Adjustment

Lw, dB

Rating

Indices

100 84.5 84.5 2.7

125 91.5 5 -0.7 90.8 4.9

160 88.5 88.5 4.8

200 84.5 84.5 4.2

250 82 82 3.7

315 83 2 1.2 84.2 4.7

400 80 80 4
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Test Sounds: Modified Recordings
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Original 

Recording

Increased Sharpness

Reduced Sharpness

Increased Roughness

Increased Tonality

Decreased Tonality

Filters


